
If you don't properly adjust your car seat, you
could end up with a steering wheel that's too
close to you and pedals that are too far away. 

Though we've discussed this in our how-to guide
covering setting up your car seat, we'll quickly run
through the steps if you don't have time for it. 

Use the lever/button on the side of the seat to
adjust the height so you can see the road ahead.
Use the dial on the side to adjust the angle. 

Finish off by adjusting the position of seat, using
a bar/lever at the bottom. You need to be able to
depress the pedals without moving forward. 

Next, you need to make sure you're sitting correctly.
Otherwise, you're making adjustments that won't
match the position you actually drive in. 
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1.ADJUST YOUR SEAT1.ADJUST YOUR SEAT

First things first, you have to make adjustments to
your car seat before you begin setting up your car
steering wheel. 

2. POSITION YOURSELF AND PREPARE2. POSITION YOURSELF AND PREPARE

Before moving onto the wheel, you have to sort
out your position. (If you don't sort this out, your
steering wheel adjustments won't be correct.) 

Sit right back in your seat with your shoulders
resting against the backrest. You shouldn't be
scooting forwards to reach the pedals or wheel. 

Place your hands at 9 and 3 (or 10 and 2) on the
wheel. If your arms have to stretch, you know you
need to alter the depth of the wheel. 

Similarly, if you have to hold your arms up too
high or low to grasp the wheel, you'll need to
make adjustments to the height of the wheel. 

3. ADJUST THE DEPTH OF THE3. ADJUST THE DEPTH OF THE
STEERING WHEELSTEERING WHEEL

Your next step will be to adjust the depth of the
steering wheel to suit your current position. It should
only take you a minute or so to set up. 

Your steering wheel needs to be positioned so
that when you move your hands to 9 and 3, your
arms are slightly bent but comfortable. 

To adjust the depth, pull the lever under the
steering column. Once it's down, you'll be able to
make your adjustments.  

Keep your hands on the wheel and push, or pull, to
change the depth. If it's too close, push it further
away. If it's not close enough, pull it towards you.  

Once you're happy, you can either push the lever
back and determine whether the depth is correct,
or leave it and move onto adjusting the height. 

4. ADJUST THE HEIGHT OF THE4. ADJUST THE HEIGHT OF THE
STEERING WHEELSTEERING WHEEL

The last step on setting up your car steering wheel
is adjusting its height. Again, it should only take you
a minute or so to set up. 

You need to adjust the height of the wheel to
match both your height and posture. You don't
want to be tensing up because it's too high/low. 

Pull the lever down to start your adjustments.
The wheel needs to be pointed towards your
chest (around 10 inches away), not your head. 

As you adjust the height, make sure you can still
see the warning lights and instrument gauges
on the panel in front.

Once you're done, push the lever back up so that
it rests flat. Make sure it's securely in place by 
 trying to moving the wheel up and down.  
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